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Calipers / Depth calipers and micrometers
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910.464

910.468

910.464 	 0	-	150 	 0.03 	 40
910.465 	 0	-	200 	 0.03 	 50
910.466 	 0	-	300 	 0.03 	 60

495.157

910.468 	 0	-	150 	 0.03 	 40
910.469 	 0	-	200 	 0.03 	 50
910.470 	 0	-	300 	 0.03 	 60

495.157

Digital calipers
	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 On/off switch.

	 Automatic switch-off.
	 Reset.
	 Thumb wheel/locking screw/flat depth rod.
	 Delivery in a plastic case with a manufacturer 

measuring report.
	 Power supply: 1 battery type CR2032.

Absolute digital calipers
Calipers with an absolute measuring system for easy incremental and absolute conversion.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 ABS/INC switchable.

	 On/off switch.
	 Automatic switch-off.
	 Reset.
	 Thumb wheel/locking screw/flat depth rod.
	 Delivery in a plastic case with a manufacturer 

measuring report.
	 Power supply: 1 battery type CR2032.

Item No. Measuring 	
range/mm

Accuracy 	
mm

Jaw length 	
mm

Price 
HUF

Option:
Battery type CR2032

Item No. Measuring 	
range/mm

Accuracy 	
mm

Jaw length 	
mm

Price 
HUF

Option:
Battery type CR2032
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907.543

907.549

907.549 	 0	-	150 	 40
907.550 	 0	-	200 	 50
907.551 	 0	-	300 	 60

836.535

906.299

907.543 	 0	-	150 	 40
907.544 	 0	-	200 	 50
907.545 	 0	-	300 	 60

906.299 	 0	-	150 	 40

836.535

Item No. Measuring 	
range/mm

Jaw length 	
mm

Price 
HUF

Option:
Battery type V357

Digital calipers with hold function
Digital calipers with a function to hold the display value at any position.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 On/off switch.

	 Reset.
	 Hold function (except 906.299).
	 Large LCD display.
	 Thumb wheel (except 906.299).
	 Locking screw/flat depth rod.
	 Power supply: 1 battery type V357.

Item No. Measuring 	
range/mm

Jaw length 	
mm

Price 
HUF

Left-handed model (without hold function):

Option:
Battery type V357

Digital calipers with min/max function
By keeping the mode button pressed you can hold the minimum and maximum measuring values.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 On/off switch.

	 Reset.
	 Min/max function.
	 Large LCD display.
	 Thumb wheel/locking screw/flat depth rod.
	 Power supply: 1 battery type V357.
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906.821

906.475

906.821 	 0	-	150 	 40
906.822 	 0	-	200 	 50
906.823 	 0	-	300 	 60

495.157

906.475 	 0	-	150 	 40
906.492 	 0	-	200 	 50
906.493 	 0	-	300 	 60

498.823

Digital solar calipers
The solar power supply functions already with a low illumination level.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.

	 Automatic switch-off.
	 Reset.
	 Thumb wheel/locking screw/flat depth rod.
	 Back-up power supply (prevents shut-down 

in dark places): 1 battery type V389.

Digital calipers 0.005 mm
Calipers with a higher resolution and a measuring range up to 300 mm.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.005 mm.
	 Accuracy: ± 0.03 mm.
	 mm/inch conversion.
	 ABS/INC switchable.

	 On/off switch.
	 Automatic switch-off.
	 Reset.
	 Thumb wheel/locking screw/flat depth rod.
	 Power supply: 1 battery type CR2032.

Item No. Measuring 	
range/mm

Jaw length 	
mm

Price 
HUF

Option:
Battery type CR2032

Item No. Measuring 	
range/mm

Jaw length 	
mm

Price 
HUF

Option:
Battery type V389
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909.440

909.440

906.412

909.440 	 0	-	150 	 40
909.441 	 0	-	200 	 50
909.442 	 0	-	300 	 60

909.443 	 0	-	150 	 40
909.444 	 0	-	200 	 50
909.445 	 0	-	300 	 60

495.214

906.412 	 0	-	150 	 40
906.413 	 0	-	200 	 50
906.414 	 0	-	300 	 60

495.214

Digital calipers with glass ruler
Equipped with a glass ruler. Very smooth displacement by non-contact movement.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 Accuracy: ± 0.03 mm.
	 mm/inch conversion.
	 ABS/INC switchable 	

(only 909.443/444/445).
	 On/off switch.
	 Automatic switch-off.
	 Reset.
	 Large LCD display.
	 Thumb wheel/locking screw/flat depth rod.
	 Delivery in a plastic case with a manufacturer 

measuring report.
	 Power supply: 1 battery type CR2025.

Digital calipers with tolerance function
Digital calipers with a function to set tolerance limits with Go/NoGo reading.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 Accuracy: ± 0.03 mm.
	 mm/inch conversion.
	 Tolerance function.
	 On/off switch.
	 Automatic switch-off.
	 Reset.
	 Large LCD display.
	 Thumb wheel/locking screw/flat depth rod.
	 Delivery in a plastic case with a manufacturer 

measuring report.
	 Power supply: 1 battery type CR2025.

Item No. Measuring 	
range/mm

Jaw length 	
mm

Price 
HUF

Absolute calipers:

Option:
Battery type CR2025

Item No. Measuring 	
range/mm

Jaw length 	
mm

Price 
HUF

Option:
Battery type CR2025
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910.072

909.420

909.420 	 0	-	150 	 40
909.688 	 0	-	150 	 75
909.689 	 0	-	300 	 90

495.157
836.535

910.072 	 0	-	150 	 40
910.073 	 0	-	200 	 50
910.074 	 0	-	300 	 60

495.157

Digital calipers with rotatable LCD display
	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 On/off switch.
	 Automatic switch-off.
	 Reset.

	 Rotatable display.
	 Rotatable display value.
	 Thumb wheel/locking screw/flat depth rod.
	 Delivery in a plastic case with a manufacturer 

measuring report.
	 Power supply: 1 battery type CR2032.

Digital carbon fiber calipers
Digital calipers made of carbon fiber.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.1 mm.
	 mm/inch conversion.
	 On/off switch.

	 Automatic switch-off.
	 Reset.
	 Flat depth rod (only 909.420).
	 Power supply: 	

909.420/688: 1 battery type CR2032, 	
909.689: 1 battery type V357.

Item No. Measuring 	
range/mm

Jaw length 	
mm

Price 
HUF

Options:
Battery type CR2032
Battery type V357

Item No. Measuring 	
range/mm

Jaw length 	
mm

Price 
HUF

Option:
Battery type CR2032
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909.687

906.618

906.619/910.038

906.835

–

–

–
–
–

906.838 	 0	-	150 	 0.02 	 40
906.839 	 0	-	200 	 0.03 	 50
906.840 	 0	-	300 	 0.03 	 60

906.835 	 0	-	150 	 0.02 	 40
906.836 	 0	-	200 	 0.03 	 50
906.837 	 0	-	300 	 0.03 	 60

495.157
906.618 1,2

909.687
910.038
906.619 2

USB interface:
For data transfer to PC 	
(e.g. Excel, Word).
Operating system: 	
Windows and other.
PC connection: USB.
No software or driver to install.
Foot switch (optional).

Absolute digital calipers IP54
Calipers with an absolute measuring system for easy incremental and absolute conversion. The 

advantage of these calipers is the one-time setting of the absolute zero position until the battery has to 
be changed. This reduces the chance of measuring errors and enables you to use the calipers without 
having to reset the zero position at every use. These calipers have a protection degree of IP54 and are 
therefore protected against splash water and resistant to oil and dust. The models with the tolerance 
limit function are provided with a clear optical Go (NoGo) indication.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 ABS/INC switchable.
	 With data output.
	 On/off switch.
	 Automatic switch-off.
	 Reset.
	 Max. measuring speed: unlimited.

	 Locking screw/flat depth rod.
	 Protection: IP54.
	 Delivery in a plastic case with a manufacturer 

measuring report.
	 Power supply: 1 battery type CR2032.

Models with tolerance display:
	 Adjustable tolerance limits.
	 Tolerance display by means of illuminated 

green LED at GO value.

Item No. Measuring 	
range/mm

Accuracy 	
mm

Jaw length 	
mm

Price 
HUF

Models with tolerance display:

Options:
Battery type CR2032
USB interface
Footswitch for USB interface
Wireless USB receiver
Wireless transmitter

1	Standard configured for PC with English (US) keyboard. 	
Also available on request for alternative keyboards.

2	With micro-USB connection.

CALIPERSwww.hod-industrial.hu
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909.602

909.687

909.686

910.039/038

–

–

–
–
–

909.602 	 0	-	150 	 0.02 	 40
909.603 	 0	-	200 	 0.03 	 50
909.604 	 0	-	300 	 0.03 	 60

495.157
909.686 1,2

909.687
910.038
910.039 2

USB interface:
For data transfer to PC 	
(e.g. Excel, Word).
Operating system: 	
Windows and other.
PC connection: USB.
No software or driver to install.
Foot switch (optional).

Absolute digital calipers IP54
Calipers with an absolute measuring system for easy incremental and absolute conversion. This 

gives you the advantage that the caliper stores the one-time setting of the absolute zero position until 
the battery has to be changed. This reduces the chance of measuring errors and enables you to use the 
caliper without having to reset the zero point with each use. These calipers have a protection degree 
of IP54 and are therefore protected against splash water and resistant to oil and dust.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 ABS/INC switchable.
	 Digimatic data output.
	 On/off switch.
	 Reset.

	 Max. measuring speed: unlimited.
	 Thumb wheel supplied separately.
	 Locking screw/flat depth rod.
	 Protection: IP54.
	 Delivery in a plastic case with a manufacturer 

measuring report.
	 Power supply: 1 battery type CR2032.

Item No. Measuring 	
range/mm

Accuracy 	
mm

Jaw length 	
mm

Price 
HUF

Options:
Battery type CR2032
USB interface
Footswitch for USB interface
Wireless USB receiver
Wireless transmitter

1	Standard configured for PC with English (US) keyboard. 	
Also available on request for alternative keyboards.

2	For instruments with a Digimatic data output.
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907.900

906.177
906.177 	 0	-	150 	 0.02 	 40
906.178 	 0	-	200 	 0.03 	 50
906.179 	 0	-	300 	 0.03 	 60

495.157

907.900 	 0	-	150 	 40
907.901 	 0	-	200 	 50
907.902 	 0	-	300 	 60

836.535

Digital calipers IP54
These calipers have a protection degree of IP54 and are therefore protected against splash water and 

resistant to oil and dust.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 On/off switch.

	 Reset.
	 Thumb wheel/locking screw/flat depth rod.
	 Protection: IP54.
	 Power supply: 1 battery type V357.

Absolute digital calipers IP54
Calipers with an absolute measuring system for easy incremental and absolute conversion. This 

gives you the advantage that the caliper stores the one-time setting of the absolute zero position until 
the battery has to be changed. This reduces the chance of measuring errors and enables you to use the 
caliper without having to reset the zero point with each use. These calipers have a protection degree 
of IP54 and are therefore protected against splash water and resistant to oil and dust.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 ABS/INC switchable.
	 On/off switch.
	 Automatic switch-off.

	 Reset.
	 Thumb wheel/locking screw/flat depth rod.
	 Protection: IP54.
	 Delivery in a plastic case with a manufacturer 

measuring report.
	 Power supply: 1 battery type CR2032.

Item No. Measuring 	
range/mm

Accuracy 	
mm

Jaw length 	
mm

Price 
HUF

Option:
Battery type CR2032

Item No. Measuring 	
range/mm

Jaw length 	
mm

Price 
HUF

Option:
Battery type V357
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910.066

908.801

910.066 	 0	-	150 	 0.02 	 40
910.067 	 0	-	200 	 0.03 	 50
910.068 	 0	-	300 	 0.03 	 60

910.069 	 0	-	150 	 0.03 	 40

495.157

908.801 	 0	-	150 	 0.02 	 40
908.802 	 0	-	200 	 0.03 	 50
908.803 	 0	-	300 	 0.03 	 60

495.157 	

Digital calipers IP67
These IP67 protected calipers are especially suitable for use in production environments: they are 

fully protected against dust intrusion and even temporary immersion.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 Automatic switch-off.
	 Reset.

	 Large LCD display.
	 Thumb wheel/locking screw/flat depth rod.
	 Protection: IP67.
	 Delivery in a plastic case with a manufacturer 

measuring report.
	 Power supply: 1 battery type CR2032.

Absolute digital calipers IP67
These IP67 protected calipers are especially suitable for use in production environments: they are 

fully protected against dust intrusion and even temporary immersion.
Calipers with an absolute measuring system for easy incremental and absolute conversion. The 

advantage of these calipers is the one-time setting of the absolute zero position until the battery has to 
be changed. This reduces the chance of measuring errors and enables you to use the calipers without 
having to reset the zero position at every use.

	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 ABS/INC switchable.

	 On/off switch.
	 Automatic switch-off.
	 Reset.
	 Locking screw/flat depth rod.
	 Protection: IP67.
	 Power supply: 1 battery type CR2032.

Item No. Measuring 	
range/mm

Accuracy 	
mm

Jaw length 	
mm

Price 
HUF

With Bluetooth:

Option:
Battery type CR2032

Item No. Measuring 	
range/mm

Accuracy 	
mm

Jaw length 	
mm

Price 
HUF

Option:
Battery type CR2032
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910.035

910.284 	 0	-	150

836.535

910.035 	 0	-	150 	 40
910.036 	 0	-	200 	 50
910.037 	 0	-	300 	 60

836.535

mm

236

1
6

21
3
0

4
0

16
.5

Digital calipers with tungsten carbide measuring faces
	 Measuring range: 0 - 300 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 On/off switch.
	 Reset.

	 Large LCD display.
	 Thumb wheel/locking screw/flat depth rod.
	 Tungsten carbide measuring faces.
	 Power supply: 1 battery type V357.

Item No. Measuring 	
range/mm

Price 
HUF

Option:
Battery type V357

Item No. Measuring 	
range/mm

Jaw length 	
mm

Price 
HUF

Option:
Battery type V357

Digital Caliper with long measuring jaw
Digital caliper with long measuring jaw for use as scribing tool.

	 Measuring range: 0 - 150 mm.
	 Resolution: 0.01 mm.
	 mm/inch conversion.
	 On/off switch.
	 Reset.

	 Large LCD display.
	 Thumb wheel/locking screw/flat depth rod.
	 Tungsten carbide measuring faces.
	 Power supply: 1 battery type V357.
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